
MESSKO® K/,>SdZPM® Od/ anĚ td/ ĚesŝŐneĚ for Ɖoǁer 
transformers to meet aůů enǀŝronmentaů reƋƵŝrements͘ 
Od/ǲs anĚ td/ǲs ĚesŝŐneĚ anĚ manƵfaĐtƵreĚ to oƉerate for ĚeĐͲ
aĚes͕ to matĐŚ a transformer͛s ůŝfe͘ ϱ Ǉear ŐƵarantee͘ 
hsŝnŐ ůŝƋƵŝĚ fŝůůeĚ ďeůůoǁ teĐŚnŝƋƵe͕ for maǆŝmƵm oƉeratŝnŐ forĐe͘ 
Eon ƉressƵrŝǌeĚ measƵrŝnŐ sǇstem mŝnŝmŝǌes rŝsŬ of ůeaŬaŐe͘ 
hƉ to fŝǀe ŝnĚeƉenĚent mŝĐrosǁŝtĐŚes for Đontroů of ĐooůŝnŐ 
eƋƵŝƉment͕ aůarm anĚ trŝƉ fƵnĐtŝon Ͳ SW�d tǇƉe as stanĚarĚ͕ �W�d 
aǀaŝůaďůe͘ �ƵstomŝseĚ ĐonfŝŐƵratŝons Ɖossŝďůe͘ 
OƉtŝonaů �naůoŐƵe oƵtƉƵts for remote reaĚŝnŐs͘ 
�omƉůŝanĐe ǁŝtŚ /E� stanĚarĚs͘ 
tŝnĚŝnŐ demƉeratƵre fƵnĐtŝonaůŝtǇ ;tŚermaů ŝmaŐeͿ ŝnsŝĚe tŚe enͲ
ĐůosƵre͕ meanŝnŐ no ŚeatŝnŐ eůement ŝn ƉoĐŬet͘ 
>arŐe ǀŝsŝďůe Ěŝaů ŚaǀŝnŐ ďůaĐŬ teǆt anĚ Ɖoŝnter on ǁŚŝte ďaĐŬͲ
ŐroƵnĚ͘ 
�ůů ĐomƉonents are maĚe of non ĐorroĚŝnŐ materŝaůs to ǁŝtŚstanĚ 
ůonŐ tŝme oƵtĚoor Ƶse ŝn troƉŝĐaů as ǁeůů as arĐtŝĐ  
Đůŝmates 

O

deĐŚnŝĐaů Ěata 

Insulation 
test 

2 500 V 50 Hz during 
60 s 

Weight 4 kg 

Coating Polyester powder 
coat, RAL7047 

Window hV-stabilized poly 
carbonate

Casing Die casted aluminium 

 Rated voltage Rated current, resistive load Rated current, inductive load 
Standard switch MBO switch Standard switch MBO switch 

 DC 30 V 10 A 10 A 10 A 10 A 
 DC 110 V 0,6 A 10 A 0,1A 6 A 
 DC 220 V 0,3 A 3 A 0,05 A 1,5 A 
 AC 30 V 15 A 10 A 15 A 10 A 
 AC 110 V 15 A 10 A 15 A 6 A 
 AC 220 V 15 A 3 A 15 A 1,5 A 
 Note for Inductive load; power factor is 0,4 for AC and time constant L/R = 7 ms max for DC 
 Service life: Standard switches: min 500 000 operations / MBO switches: min 100 000 operations 

�ŝmensŝons 

Indication accuracy ± 3°C (30-150°C) 

Switching accuracy ± 4°C (30-150°C) 

Switching differential 12 ± 2 ΣC 
Ambient temperature -40 to +70 ΣC 

Protection class IP 55 
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O
t

WroĚƵĐt ŬeǇ Ͳ sƉeĐŝfŝĐatŝon 
Wos ϭ 

dype of instrument 
Wos Ϯ 

Number of 
microswitches 

Wos ϯ 
demperature  

measuring range 

Wos ϰ 
Bulb type 

(bulb T 14 mm unless other-
wise stated) 

Wos ϱ 
Capillary length 

Wos ϲ 
Options / specials 

reƋuired 

- 
�ŚoŝĐes͗  
Od/ = Oil demperature 
Indicator 
td/ = Winding  
demperature Indicator 

�ŚoŝĐes͗ 
2 
3 
4 
5 

�ŚoŝĐes͗  
ϭ = 0 to 150 °C 
Ϯ = -20 to +130 °C 
ϯ = 0 to 160°C 
ϰ = -40 to +160°C 

�ŚoŝĐes͗  
ϭ = SƋuare flange 4 holes 
Ϯ = '3/4͟B (=BSP3/4Η) 
Ϯ& = '3/4͟B &emale thread 
ϱ = '1͟B (=BSP1Η) 
ϲ = 7/ϴ͟- 14hN&, bulb T 
12,2 mm 
ϴ = '3/4͟B (=BSP3/4Η) 
ϵ = '1͟B, bulb T 12 mm 
ϮϮ = M22 x 1,5 mm 
Ϯϳ = M27 x 2 mm 

�ŚoŝĐes͗ 
 4 m 
 6 m 
 ϴ m 
10 m 
12 m 
Optional: 
2 to 20 m 

�ŚoŝĐes͗ 
Blank = no options 
reƋuired 
y = options reƋuired - 
to be specified 

X = 

Pos 6 
Choices of options/

specials: 

□ Microswitches MBO (otherwise Standard type)
Matching resistance: 

□ MRB110-1, max 2,2 A cont

□ MRB110-2, max 2,65 A cont

Analogue output: 

□ dS 11, 4-20mA

□ dS 12, 4-20mA and 0-5VDC

□ dS 13, 0-5VDC

□ dS 14, Pt100 ohm

Protection class (standard = IP55) 

□ IP65

□ Other͙

Mountings 

□ Md'302 (AS�A  style) (otherwise Standard style)

�ĐĐessorŝes 
Matching unit : 
□ Multi-Ballast, for Cd ф 1͘5 A

and for Cd х 2͘5 A     
Remote indicator: 
□ RIA130-1, analogue 0 to 150 °C
□ RIA130-2, analogue -20 to +130 °C
□ RIA130-3, analogue 0 to 160 °C
□ D1272Ad, digital 0 to 150 °C
Power supply hnit for analogue output card : 
□ SNd36, Multi-voltage input, 24 VDC output

EǆamƉůe͗ WdI415-6 y 
Winding demperature Indicator (Pos 1) 
having 4 MBO switches (Pos 2 + 6) 
measuring range 0-150 °C (Pos 3)  
bulb thread '1͟ (bulb T 14 mm) (Pos 4)  
6 m capillary (Pos 5) 
Matching resistance MRB110-1 (Pos 6) 

Bulb type no͘ 5 Bulb type no͘ 2 

Bulb type no͘ 6 

Signal transducer : 
□ Pt-Mh
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